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BLOCK-BUSTER® Bulk Bag Conditioners
Loosen solidified bulk solid materials

BLOCK-BUSTER® Hydraulic 
Bulk Bag Conditioners loosen 
bulk solid materials that have 
solidified during storage and 
shipment, enabling bulk bag 
unloaders to discharge the 
material through bag spouts. 
These conditioners are ideal for 
bulk bags containing hygroscopic 
chemicals, certain types of  
spice blends, heat-sensitive 
products, and other materials 
prone to solidifying to the  
point at which pneumatically-
actuated flow promotion 
accessories integral to bulk  
bag dischargers are inefficient  
or completely ineffective. 

BLOCK-BUSTER® Hydraulic 
Bulk Bag Conditioners utilize two 
hydraulic rams with specially 
contoured conditioning plates 
that press opposing sides of  
bulk bags of all popular sizes to 
loosen the contents of the bag.

The Flexicon Bulk Bag 
Conditioner-Discharger System 
eliminates the time, labor and 
equipment needed for separate 
loading of bulk bags into a 
stand-alone conditioner.  
The design also consumes 
significantly less floor space 
than two separate pieces of 
equipment and requires less 
material and labor to construct, 
reducing initial cost. 

The number and pressure  
of hydraulic ram actuations  
are user adjustable, but unlike 
stand-alone conditioners, the 
Conditioner-Discharger System 
utilizes its electric hoist to  
raise and lower the bag for 
conditioning at varying heights. 

The conditioner’s controller 
and hydraulic pump can be 
mounted on the exterior of  
the discharger or remotely. 

(See Bulk Bag Dischargers  
pages 18-21, for  
features on bulk bag  
discharger aspect  
of system.)

The Flexicon Stand-Alone 
Hydraulic Bulk Bag Conditioner  
is equipped with the above-
mentioned hydraulic rams, as 
well as an optional hydraulically- 
actuated, variable-height 
turntable that allows in-frame 
bag rotation, and conditioning  
of bulk bags at varying heights. 

The number and pressure 
of hydraulic ram actuations, 
the height of the turntable, 
and the degree of rotation are 
user-programmable to achieve 
maximum effectiveness and 
efficiency.

The conditioner is enclosed on 
four sides for operator safety 
and includes full-height doors 
that are interlocked to disallow 
operation of the system when 

the doors are open. The 
controller and hydraulic pump  
of the system, which can be 
mounted on the exterior of the 

safety cage or remotely,  
require only an electrical  
power connection for operation.

Integral Bulk Bag Conditioner-Discharger System

Stand-Alone Hydraulic Bulk Bag Conditioner
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Configurations

Bulk Bag Conditioner
for Sanitary Applications

Bulk Bag Conditioners Integral
to Bulk Bag Dischargers 

Bulk Bag Conditioner Integral
to Bulk Bag Discharger

Bulk Bag Conditioner has  
Height-Adjustable Rams 

Bulk Bag Conditioner
with Hoist and Variable

Height Turntable 

Bulk Bag Conditioner
with Electric Hoist, Trolley

Bulk Bag Conditioner
with Variable Height Turntable

Bulk Bag Conditioner has  
Laser Safety Curtain
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Broad Range of Bulk Handling Equipment  
and Systems

FLEXICON® Flexible Screw 
Conveyors transport free- and non-free-
flowing bulk solid materials from large 
pellets to sub-micron powders, including 
products that pack, cake or smear, with 
no separation of blends.

FLEXI-DISC® Tubular Cable 
Conveyors gently slide friable bulk 
material through smooth stainless tubing 
at any angle to single/multiple points.  

PNEUMATI-CON® Pneumatic 
Conveying Systems move a broad 
range of bulk materials over short  
or long distances, between single or  
multiple inlet and discharge points  
in low to high capacities.

FLEXICON® Manual Dumping 
Stations allow dust-free dumping of  
bulk material from bags and other 
containers. Automatic filter cleaning 
allows continuous, efficient operation.

TIP-TITE® Container Dumpers  
empty bulk material from drums into 
vessels up to 10 ft (3 m) high. Dust-tight 
(shown) or open chute models. 

FLEXICON® Weigh Batching Systems 
weigh and blend bulk ingredients 
automatically. Gain-in-weight (shown) 
and loss-of-weight systems available.

SWING-DOWN®, REAR-POST and 
TWIN-CENTERPOST™ Bulk Bag 
Fillers can fill one bulk bag per week  
or 20 per hour at the lowest cost per 
bag. Numerous performance options. 

BLOCK-BUSTER® Bulk Bag 
Conditioners loosen solidified material. 
Variable height turntable positions bag  
for conditioning on all sides at all heights.

BULK-OUT® Bulk Bag Dischargers 
unload free- and non-free-flowing  
solids from bulk bags automatically. 
Allows untying, discharging, retying  
and collapsing.
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